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Secled /6‘5 ersS

Versatile, Modular, Attractive and Sturdy...
a riser system to meet all your needs

INDIVIDUAL EXECUTIVE Staging Canadell’s Seated Risers use * Legs attach quickly and securely

DECKS AVAILABLE: an Executive Stage foundation to with no extra tools required

42X . ‘6 create tiered seating for bands, choirs «  Use platforms as a flat stage by
x & (requires set of 6 legs) or audiences (see page 3) using additional leg heights

4’ x 6’ (requires set of 6 legs) ¢ Platforms and legs are stored

Use pie sections to create different

. . compactly on an Executive
shapes simply by rearranging the pactly

4’ x 4’ (requires set of 4 legs)

3’ x 8 (requires set of 6 legs)

3’ x 6’ (requires set of 6 legs)

STAGE HEIGHTS AVAILABLE:

8”, 16", 24", 32", 40"

EXTENDED HEIGHTS
AVAILABLE:

48”, 56”7, 64”, 72" (includes
extended height support
carriage and cross bracing)

CUSTOM HEIGHTS:

Please contact us for custom
heights and deck size requirements

Ke eqarding an § tiered extended height lasocdt:
" T coorked éeadi//’a//y and
looked so sSmard. The chars and
rSersS came dowon and coere /OL(Z‘
aoay in only 1.8 hours. Brillia !

GREGG PERRY, SHAWNIGAN LAKE SCHOOL
Shawnigan Lake, BC

position of the pie sections

250 Ibs/sqft live load rating

Solid construction with 3/4” plywood
deck and 3 5/8” deep anodized
aluminum frame that wraps the
deck top and bottom

Decks lock together with Executive
Quick Release Pin and Leg to Leg
Clamps lock tiered levels together

A wide selection of sizes and leg
heights including custom sizes to create
a variety of layouts that fit your space

Six interchangeable 2” square anodized
aluminum legs and center support
eliminating deflection and bounce

e

Storage Cart

Available in either standard Grey
Carpet Top (other colors also
available) or Black Top surfacing

Black Top: High density textured
skid/scuff resistant phenolic overlay
on top of stage and smooth surfaced
phenolic overlay back providing a
durable weather resistant surface

Optional guardrails, chair stops,
closure panels and carts are available

Ten Year Warranty

.
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A solid foundation for a flexible design

Executive Seated Risers use an Executive Stage foundation creating a flexible modular system designed
to meet a variety of needs. Easy to reconfigure — lightweight to transport! The Executive foundation is
strong and durable, providing an attractive seating arrangement with excellent lines of sight and clear,
unobstructed sound paths. Test its versatility by using the Seated Risers as Band or Choral Risers or as
audience seating. Add pie sections to create winged, horseshoe or arc configurations. One platform to

meet a variety of needs.

Extended leg heights Safety Railing, Chair stops, and Leg to Leg Clamp secures platforms
available up to 72” other accessories available at differing heights to one another

|lf

[V 9'9 P2 ;2799

Executive Quick
Release Pin is used
to secure platforms
at the same height
to one another
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Seated Choral KiSers

Customize your riser layouts using Standard Sets
of Straight and Pie Shaped Risers

Use three tiered standard sets or
building blocks in straight and pie
shaped sections to configure a

layout that best suits your needs.

EACH SET INCLUDES:

3 platforms in sizes of either
3Ix6'or3 x8g

Standard platform elevations
at 8”7,16” and 24”

Pie shaped sections are also
available

Black Top or Carpet Top surfacing

All required attachment
mechanisms

Staging Canadell Seated Choral Risers
Sets are 36” deep with 8”7, 16”7, and 24”
elevations (additional elevations

also available)

“The stage contributed 3reaz‘/y Zo
Che sense that the students coere
Anally wor,é/nﬁ in an eironment
which supporded their ardistic
Sense and efFortds. /V/any comments
were rade a.éodz‘ /704<) altractive Z‘/]e
plattorm was and how it contributed
Zo Zhe profeSSI'ond/ /oo,é of outr
performance. e thank vou +or Ae/nj
2he kind of pecple thad care aboutd
their custoners... )

Each 6’ section of Seated Choral Riser
accommodates 9 performers; each 8’

section accommodates 12 performers

(not including a row on the floor)

Each Seated Choral pie section
accommodates 6 performers
(not including a row on the floor)

Purchase extra leg sets and use as
a stage at one level

Custom platform sizes and leg
heights available DAVID YOUNG, ORCHARD PARK

SECONDARY SCHOOL, Stoney Creek, ON

Use our standard layout on page 19
or customize your own set - simply
contact us for information
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Sedted Band KiSers

Customize your riser layouts using Standard Sets
of Straight and Pie Shaped Risers

Use three tiered standard sets or * Staging Canadell Seated Band Risers Sets are 48”

building blocks in straight and pie deep with 87,16, and 24” elevations (optional rear

shaped sections to configure a layout extensions available)

for practice or performance needs * Each 6’ section of Seated Band Riser accommodates
6 performers; each 8’ section accommodates

EACH SET INCLUDES: 9 performers (not including a row on the floor)
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¢« Each Seated Band pie section accommodates

3 platforms in sizes of either | )
4 performers (not including a row on the floor)

4 x6 or4d' x8
) ¢« Purchase extra leg sets and use as a stage at one level
Standard platform elevations at

¢ Custom platform sizes and leg heights available
8”,16” and 24” u ] 1z g 19 val

) ) ] ¢ Use our standard layout on page 20 or customize your
Pie shaped sections are also available own set - simply contact us for information

Black Top or Carpet Top surfacing

All required attachment mechanisms
Accessories including chair stops, guardrails,

and storage carts are available to meet your
needs (see pages 21-25).
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Sected Choral Kisers

SEATED CHORAL RISERS SEATING CHARTS

SEATED CHORAL RISER STANDARD SECTIONS

Sc8
8’ Straight Section

HORSESHOE

18°-6"

29
[,
=

Optional 4th Tier
seats 16

3 Tier seats 12
2 Tier seats 8

Each level seats 4

WINGED

SCé

6’ Straight Section

ARC

SCPIE

Pie Section

10%-4”

Optional 4th Tier
seats 12

3 Tier seats 9
2 Tier seats 6

Each level seats 3

SEATED CHORAL RISER SAMPLE CONFIGURATIONS

SEMI-CIRCLE

Optional 4th Tier
seats 10

3 Tier seats 6
2 Tier seats 3

First Tier seats 1

Standard Sections (above) can be combined to create straight or curved layouts as below. Seating capacities are based on 24” spacing.
Dimensions shown are standard configurations. Custom sized sections and configurations are available to meet your needs.

SEATING CAPACITY

BASED ON 24”
CHAIR SPACING

SCRE2

SEATING CAPACITY
Not Using Floor: 60
One Row on Floor: 72

Standard Sections include:
3-8’ Straight Sections
4 Pie Sections

16’-5”
E
]

57-17

47-6"

SCRE4

SEATING CAPACITY
Not Using Floor: 69
One Row on Floor: 84

Standard Sections include:
5-6’ Straight Sections
4 Pie Sections

45’

6

SCRE7?7

SEATING CAPACITY
Not Using Floor: 78
One Row on Floor: 96
Standard Sections include:
2-6’, 3-8’ Straight Sections
4 Pie Sections

44’-117

18"-6"
—

671

20’-5”
t ""-,

40-3"

2471

SCRES

SEATING CAPACITY
Not Using Floor: 84
One Row on Floor: 104

Standard Sections include:
5-8’ Straight Sections
4 Pie Sections
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Sedted Band Kisers

SEATED BAND RISERS SEATING CHARTS

SEATED BAND RISER STANDARD SECTIONS

SB8 SB6 SBPIE
8’ Straight Section 6’ Straight Section Pie Section
L 12'-6” L
i Percussion ¢ 7
Percussion . .
Extension Extension Optional 4th Tier
. seats 10
3 Tier seats 9 5 3 Tier seats 6
© 3 Tier seats 4
2 Tier seats 6 - 2 Tier seats 4 .
) O{Q 2 Tier seats 2
Each level seats 3 & Each level seats 2 =
T First Tier seats 1
8-0" 6'-0"

Standard Sections (above) can be combined to create straight or curved layouts as below. Seating capacities are based on 32” spacing.
Dimensions shown are standard configurations. Custom sized sections and configurations are available to meet your needs.

SEATED BAND RISER SAMPLE CONFIGURATIONS

SBRE31 SBRE34 SBRE38
24'-0" ,.|/ 40"-0" ,.l’ | 36-0" L

24-0”

16’-0”
8-0” Ig Ig
12-0”

SBRE31 SBRE34
SEATING CAPACITY: 24 people SEATING CAPACITY: 36 people SBRE38
Does not include percussion Does not include percussion SEATING CAPACITY: 44 people
section or floor seating section or floor seating Does not include percussion section or floor seating
SEATING CAPACITY
HORSESHOE WINGED ARC SEMI-CIRCLE BASED ON 32”
CHAIR SPACING
SBRE4
43 i 51-6” SEATING CAPACITY
T . 55 Not Using Floor: 54
o g 3 o T - % oy One Row on Floor: 64
e 1 & l,."' ‘. 5-., A Standard Sections include:
' Tt 5-6’ Straight Sections
4 Pie Sections
SBRES8
49 | SEATING CAPACITY

65

Not Using Floor: 69
One Row on Floor: 84
Standard Sections include:
5-8’ Straight Sections

4 Pie Sections

20-6”




